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DESIGN OF THE ACCELERATING STRUCTURES FOR FMIT*

D. Lisks, R. Schamaun, C. Potter,t C. Puller, D. Clerk, D. Greanmwood, snd J. Frank’
Los Alamos Scientific I sboratory, Los Alamos, WM 573545

Abstract
]

Detign considerations snd concepts aru presented
for the accelerating structurea for the Tusion Mate~
rials Irradigtico Test (FMIT) PFacility., These struc~
tures consist of three major unite: a 0.1~ co 2-Mev
radio~frequency quadrupole baded on the Russimm com~
cept, 8 2= to 33-¥e? drifc-tube linac made up of tvo
separate tanks dasignad to genarate eithar 20~ or
35-MeV bemms, and m energy dispersion cavity capable
of spreading the energy of the besm slightly to ease
thermal loading in the target. Decause of probable
besm activation, the drift-cube linac is designed so
that sligoment and maincenance do not require manned
entry into the tanks. This conservetism slso led to
the choice of s conventional vacuus system and has
influenced the choice of many of the rf interface coa~
ponents. The high~povered FNIT machine is very heav~
ily beam loaded and deliwes a 00-wA continuous duty
deutsron beam co 8 flowing liquid lithium carget. The
power on target s 3.5 M daposited inal x 3 cn
spor. Because of the critical importance of the low
anergy section of this accelavator on besm spill in
the machine, a 5-MeV | ototype will be constructed and
tasted at the Los Alamos Scisucific Laboratory (lLASL).

Introduction

The FMIT Pacility will assist in the ultimate
achisvement of commercisl fusion power by providing an
intense source of 14.1-MeV nautrons for first-wall

otk supported 5 tha U. 8. Department of Energy,

tWescinghouse-Hanford, P. 0. Box 1970, Richland, WA
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materials demage and materials development studies.l,2
The high neutron flux-volme (1013 n/s-cml in 10 cad)
is to be schieved with an accelerator of unprecedented
continuous duty power and besm intensity, designed for
a functional life of 20 years. A 100-wA cv deuteron
besm will be fired at either 20 or 35 MeV into a
rapidly floving liquid lithius target that aust be
exposed directly to the beam withouyt the sid of m
isolation window., A plan view of tha accalerator and
its beam transport system is shown in Pig. 1.

Fundamental choices in operating parameters for
FMIT are low injeccion energy (100 keV) and a rela-
tively high 80-Miz rf frequency.’ To veduce loss of
the high~intensity beam, the dore of the drift-tube
linac is made as large as practical (8~cm diam maxi-
mum) gnd design of the first drift-tube is made consid-
erably easier by injecting tha beam 2t 2 MeV instead of
the wmore conventional 500 keV (this increases beta-
lambda to 17.3 cm va 8.7 cm). Higher iajection energy
is accomplished using & unique rf quadrupole structure
(R7Q) that efficiently accepts the low-emittsnce hesm
from the 100-keV injactor. Ths RFQ captures essen-
tially all the besm at these low energles and focuses
it vich rf fields. The RPQ then phass-bunches Che
beam at 30 MHz and acceiarstes it to 2 MaV for injec-
tion into the drift-tube linac. The RFQ vwas adspted
from the Russisn design.%s

The high~energy bema transport (HEBT) system
carries on the periodic focusing sequance of the
machine and it cen deliver the besm to_either of two
target calls through achromatic dends.” To spread
the besm energy to prevent overheating the lithium
target caused by energy deposition at tha Bragg pesk,
it is necessary to provide an ene: Jv dispersion rf
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cavity at the output of the drifc~tube linsc. This
cavity rasembles the last linac cell snd operates at
79 MHgz so thut the energy dispersion of the “eam
varies with a l-Miz beat relative to the fundamental
accelerator frequency.

Discussion

The FMIT accelerating structurcs sre computer
designed to schieve optimum beam dynamics and high
sccelerator efficiency. Careful code design is espe~
cially important in developing the RPQ because of its
unconventional and untested unsturs. The cavity design
codz SUPERFISH was used on the RFQ despite lack of
rotational sysmecry about the beam axis by scudying
the strycture as a toroid of extremely large radius.
This simplication allowed the TEj1o quadrupole rf
mode to be established. Acceleration is achieved
through longitudinal fringing fields so that vane tips
must be formed into aperiodic, phase-shifted arrays.
To assure proper field distributions and beam dynamics
through this structure, both SUPERFISH and the beam
dynamics code PARMILA were used.’ The RFQ is still
in its modeling stages and no specific designs of the
full-powered structure have yet been made. Because of
the high uwechanical precision required in the vanes at
the small aperture that will be use‘, special fabrica-
tion techniques : uch as electroforming and copper
plating are being considered. A full power proof-of=-
principle test of this structure will be conducted at
440 MHz prior to designing the full size 80-MHz AFQ
for tha 5-MeV LASL prototype.

The drift~tube linac consists of two continuous
tank sections, 18~ and 15-m long, joined by an inter-
tank spacer. The tanks are driven by 7 and 6 high-
powared rf couplir. loops, respectively, esch capable
of delivering 500 kW cv at 80 MHz. Bacause the rf
systems for each tank are independent, the downstresa
tank can be shut down when a 20-MaV beam is required.
Diegnostics avre located in the intertank spacer that
is one heta~lambda in length (54,3 cm at 20 MeV). The
tanks will be fabricated of 2.5-cm~thick copper clad
steel surrounded bv a continuous steel shell jacket

Fig. 2.

for longitudinal counterflow flood cooling. Other
faorication techniquas using copper plating were
rejected because we lacked confidence that the neces~
sary quality could be achieved in industry within the
required schedule time. Of primary concern in design-
ing the tank structure is the expectation of high
activation levels caused by beam spill in the drift-
tubs bores. The Russian version of this facility
assumss an average distributed beam spill of about

10 yA/m and they plan to use remote handling methods
for msintenance.”® The LASL design assumes 3 uA/m
plus "hot spots" and uses the philosophy that mainte~
nance should be sdaptable to mechanically assisted or
"long-handled" techniques so that a man should never
be required to enter the tanks. This design philos~
ophy led to adaptation of the girder-strongback drift-
tube suspension concepr illustraced in Fig. 2. The
great advantage of this technique is its capacity for
accurately aligning the drift tubes on a given girder
before installation in the tanks and chen aligning
each girder relative to the others by methods involv-
ing only extarnal messurements. Each girder is about
3-m long, weighs sbout 300 kg and carries from 3 to 14
drift tubes. A total of ll girders is planned.

This girder suspension concept resembles that used
on the CEBRN linac except that the girder—strongdacks
ara supported by the tank stiffening rings and not by
the vacuum sealing surfoces as is done at CERM. This
method eliminates the warp that might be induced in
the girders when the FMIT tanks aro evacuated or
povered. Unlike the CERN girder-strongback, the LASL '
design incorporates a separable spanner hatch cover
that provides the vacuum and rf seals as well as
bridging and strengthening the tank slot. The spanner
does not bear directly against the drift-tube stems
end thue slot warpage caused hy vacuum or thermal
pressures on the tank cannot effect the drift—-tube
sligmment. The only pressures acting on the stems are
applied bv the bellows that form the vacuum sesl
between the spanner and the stems and these forces are
relatively small and directed principally along the
stems. Thus, the gross alignments of the girders
relative to one another are affected only by warpage

Lt
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FMIT girder-strongback drift-tube suspension.



of the stiffening rings, which should be very small.
If this misaligoment does become excessive, external
adjustments of the kinewatic mounts by which the gir-
ders are supportad at esach end cam correct the prob-
lem. A great advantage of the girder-spanner approach
is that only the girder-to-girder alignment is
affected by small displacements of the tanks and not
the drift-tube to drift-tube rlignment within & gir-
der. And, most importantly, a msn need not enter the
tanks for either maintenance or aligmment work.

The alignment system uses bore sights along the
sides ol each girder (two aligoment monuments per gir~
der) relative to alignment scope mounts connected to
the linac vault wall. Overlapping sligoment surveys
allow accurate girder~to-girder alignment (+0.25 mm)
and these ars carried on into the injector and HEBT
elements. The alignment of the drift-tube magnetic
ceuters is also +0.25 sm referenced to the aligrnment
monument axis of the girder.

The SUPERFPISE code® vas used to optimize the
4rift-tube shapss. The need for power efficiency sets
a limit on ZT? ¢o minimize the number of rf mmpli-~
fiers raquired. At the ssme time, conservativa field
level limits of about 10.5 MV/m at 80 MHx ars imposed
by Kilpatrick's criterion. Thus, an averags l.4~MV/m
accslerating gradient vas selected. The tapered noses
on the drift cubes gllow all of the abova conditions
to be met. Because of che FMIT continuous duty, care-
ful cooling of the drift~tube faces is required and a
temperature controlled cooling system, independent of
the tank cooling, is provided for this purpose. Bach
drift tube carries a quadrupole lens and varies in
weight up to about 500 kg. Bach drift-tube stem is
attached to the girder at two points for stiffaess and
versatility of aligmment. Alignment of the quad mag~
netic centers is done by transporting the girder to an
alignment tooling dock where the girder is suspended
on typical kinematic wownts.

The tank cooling jacket is a2 10-mm steel shell
hutton weldad to spacers for longitudinal counterflow
flood cooling. Counterflow cooling makes the average
temperature at any point along the tank constant
despite the 2.8°C temparature rise allowed along a
given channel to carry svay spproximately 5.5 kW/m?
caused by 1.5-M4 rf power dissipated in copper
losses. The aversge water temperature in the tanks is
held constant at nominally 29°C with +0.3°C
tolerace. -

Tn addition to the girder assemblies a number of
other tank penetrations are shown in Fig. 2, These
include the 13 distributed rf coupling loops; 4 motor-
driven slug tuners 2 per tank; & aumber of rf H-probas
tor closing the rf phase end smplitude servo loops;
and 72 post couplers, | per drift tube. The post
couplers are necessary to stabilige the rf fields.

The vacuum ports are of the appropriate geometry to
attenuate the rf fields vo that elaborate water=cooled
grilles sre not required. An externally hung conven-
tional vacuum svstem again was dicrated by the need to
free the tank interior from all poseible man-main-
tained equipment.

Proof-of-Principle Prototype

All the FMIT design, up to 5 MeV, will be checked
at LASL with a full duty prototype producing a 100-mA
HY beam. This system will include a protocypical
100-KeV injector, an 80-Misg [¥Q to raise besx energy
to 2 MeV, sud an 80-MAg drift-tube linac from 2-5 MaV.
The wultiple drive rf system and its phase and ampli-
tude control servos, and the eusrgy dispersion cavity
will slso be prototyped. The prototype drift-tube
linac will use & suspension girder assembly identical
to the firit PMIT girder sc alignment and maiatenance
techniques can be checked. The 300-KW besm will be
snalysed in e short non-prototypical transporc line
and will be delivered to a radiation-cooled rotating
graphite beam stop. The 15~uA dauteron component of
the basm that is normally present in 100 wA HY
will cause some small activacion buildup and occa-
sional short tests will be conducted with a full
current deuteron beam.

Suﬂcg

The design of the FMIT accelerating structures
incorporates techniques of alignment and mgintenance
that ainimize the need for exposurs of parsonnel to
potential activation hagzards. This same philosophy
also is being utiliszed in the HRBT. Heavy reliance on
besm dynamics codes and ¢f dasign codes is necessary
to assure a power efficient structure with lov bemm
spiil. Proof-of-principle tasting of the first 5 MeV
of PMIT will be conducted on a full curreat, contin-
uvous duty protoytpe to be constructed at LASL.

Reference

1. R. Jameson, "digh Intensity Deuteron Linear Accel-
eratcr (FMIT),' (presen.ed at the 1979 Particle
Accelurator Gonferencs (paper B~l), San Francisce,
CA, Mavch i2-14, 1579.

2. P. Grand. ac al., "An Intense Neutron Source Based
upon %ne Deuteron Stripping Reaction,” Nuclear
Inscruments and Hethods 145 (1977) 49-76.

3. R. Jameson, "Workehop Notes——HEDL PFrequency Choice
Workshop, April 12-13, 1978," Los Alamos Scienti-~
fic Laboratory intarnal document (April 1978).

4. Kapchinskii, et al., "Linear Ion Accelerator wilh
Spatially Homogeneous Styong Focusing," Nuclaear
Experimental Techniques, UDC 621.384.64.

S. J. Potter, et al., "RF Quadrupole Accelerating
Sturcture Rasearch at Los Alamos," prasented at
the 1979 Particle Accelerator Conference (paper
D=12), San Francisco, CA, March 12-14, 1979,

6. K. Malson, et al., "High Erergy Beam Transpart in
the Hanford FMIT Linear Accelerator,”" presented at
the 1979 Particle Accelarator Conferance (paper
M~1), San Francisco, CA, March 12~-14, 1970,

7. R. Stokes, et al,, "RF Quadrupole Beam Dvnamics,"
presented at the 1979 Particle Accelerator Confer-
ence (paper F=4), San Francisco, CA, Merch 12-14,
1979,

8. B. loffe, et al., "The Scheme of a 14 MaV Intense
Neutron Generator," Proposal by ITEP, ITEF,
ITEF=~118, 1977,

9. G. Boicourt, et al, "Choice of Geometry for the
Alvarer Section of the FMIT Deutaron Linac,”
presented at the 1979 Particle Accelerator Confer-
ence (paper F=4), San Franciseco, CA, March 12-14,
1979,



